Transformadores de Corrente - Epoxi, Linha
Current Transformers = Epoxy, Line |
Transformadores de Intensidad - Epoxi, Linea

Modelo / Model / Modelo BDE - 1620-O Dimensdes / Dimensions / Dimensiones (mm)

Transformadores de Corrente
Medicao

One step ahead!

Current Transformers B
Metering

A 33mm
[1:30"]

Transformadores de Intensidad
Medicion

ANSI
um. (kV.) 0,66kV
Rated Power Frequency (kV.) 4
BIL (kV.) 10
Ith. (xIn.) 40xIn-1s
Mass (kg.) 4
Therm. Fact. (xIn) 2.5xIt
Frequency (Hz) 60 350
Sec. Curr. (A) See table
Standard IEEE C57.13
Burden See table £ i
e Neuasticsox

0,15 ACCURACY CLASS

RATIO |ACCURACY | BURDEN RATIN%;,A&CTOR @
500-5A 0.2 4.0
600-5A 0.15 0.2 2.0 Detail A Detail A
OPERATION POSITION SHORT CIRCUIT SECONDARY
1000-5A 0.5 2.0 POSITION
2000-5A 0.5 2.0 &R

THREADED INSERT
RUBBER BAR SUPPORT J/—\

i@r *D
0,30 ACCURACY CLASS E H [-

~——1

RATIO ACCURACY | BURDEN RATING F?CTOR @ Detail B S

30°C Detail C
300-5A 0.2 2.0
600-5A 0.5 2.0
1200-5A 0.3 0.9 2.0
2000-5A 0.9 1.5 Detail D
3000-5A 0.9 1.2

Reference Standards:  IEEE C57.13 - IEC 61869-2
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