
Dimensions (mm and inches)

Insert torque 3/8"

Insert torque 5/8"

20Nm

75Nm

Notes:

1) GUARANTED TESTS AS DESCRIBED ABOVE
2) ROUTINE TESTS:
-   DRY ARC WITHSTAND TEST 50kV-1min
-   PARTIAL DISCHARGE (CORONA EXTINCTION LEVEL)

Voltage Class 35 kV

Phase-to-Ground Voltage 21.1 kV

BIL 150 kV

AC Withstand - 15 Min. Dry 50kV

Corona Extinction Level - Minimum 26kV

Continuous Current 600A

Momentary - RMS, Sym., 0.17 sec 25,000A

RMS, Sym., 3 sec 10,000A

Leakage distance, Inches 24.4

Dry Arcing Distance, Inches 10

Cantilever, ultimate 2.5 inches past end 1,000

Tensile, lbs 5,000

Torsion, inches-lbs (bolt breaks) >3,500

Compression, lbs 20

Mechanical

Electrical

Model BPC - 35,0 JO2-150

MV epoxy cycloaliphatic bushing , Indoor / Outdoor use

Leakage distance: 
620mm (24.4")

5/8-11 UNC  1.25
(both sides)

Conductive
Shielding

3/8-16 UNC  0,59

Serial number

Bushing Well Interface
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(IEEE Standard 386-2016)

O
163.02

+1
-1

[ 6.418
+.039
-0.039 ]

38.1
[ 1.500 ]

38.1
[ 1.500 ]

3
8
.1

[
1
.5

0
0

]
3
8
.1

[
1
.5

0
0

]

254
[ 10.000 ]

40.39
[ 1.59 ]

Leakage distance: 
620mm (24.4")

5/8-11 UNC  1.25
(both sides)

Deadbreak interface n°13
(figure 15 IEEE Std 386-2016)

Conductive
Shielding

3/8-16 UNC  0,59
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Conductor

copper

aluminum

aluminum

aluminum

Bushing Well (BW) Elbow-Air (EA)

1250  (EA)

600   (EA)
200   (BW)

900   (EA)

Rated Primary Current (A)

BPC


